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Healy Model 8701VV Breakaway

HEALY STAGE Il VAPOR RECOVERY
PART NO. 8§701VV BREAKAWAY (HOSE BREAK)
ASSEMBLY & INSTALLATION INSTRUCTIONS

m The Healy Breakaway 1s delivered loosely assembled. Handle
carefully to avoid dropping and/or losing the precision parts.

B Fallure to remove the Shear screw (Item 1) as described In

Step 1 below could result in frocturing or shearing of the screw

The Shear screw will require replacement if damaged.

B Be sure to assemble parts in the exoct sequence as shown below.
B Be sure to lubricote aoll o—rings ond quod seals where indicated.

Use of ordinary motor oil is sufficient.

B Do not use threod—sealing compounds on straight threads.

ASSEMBLY INSTRUCTIONS
(refer to diagram at right)

1. Remove the Shear Screw (ltem 1) and the packing moterials.

Separate the halves of the breakawoy assembly, retaining the

loose internal valves, {Items 2 & 3} and the spring {Item 13)
inside the upper half.

2. Select the pigtall, (whip hose) assembly. Lubricate the quad

and o—rTn% seals (ltems 4, 5, 8, & straight thread, [tem 8).
Assemble

35 foo
Iltem 2 before final tightening.

3. Select the delivery hose, lubricate the a—ring (ltem 4), the quad
seal (Item 5) and straight thread {Item 6). Assemble the end with

the quad seal to the output half of the Breakaway (Itern 10},

install the secondary heose and tighten to 35 foot pounds. Be sure
the vapor tube fitting slides easily into item 3 before final tightening.

4, Carefully fit both halves of the Breakaway together. Utlizing

the alignment pin, fully compress both halves and insert the
Shear Screw (Item 1) and hand tighten. Final tighten to 20

inch pounds, Toola should not be necessary to initially start

the screws.

14 2 1=-17 O—RING, PRECISION 9727 708
13 1 | AS701—752 | SPRING, CONICAL 752 |
12 1 1-122 C—RING, PREQISION #9727 700
1" 2 78-32 C—RING. PREQISION 0727 75414
10 1 jcB701—-730-2| BCDY, NOZZLE END T50-2
B8 2 1—2 O—Rlls PRECISION EZl-? 291
7 1 CA701—749 | BODY, DISPENSER END 749
8 2 HOSE FITNG
5 4 4012 QUAD—RING 514G HE4
4 [ 1-025 C—RING, PRECISION #5747 HBZ
3 1 |BEZN-781 | VALVE NOZZLE END 761
2 1 |BB7on-748 | VALVE, ISPENSING END 748
1 2 |parn-1e | SHEAR, SCR. 787

ITEM No.,| oTY | Owe No. DESCRIFTION PN

LIST OF MATERIAL
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he pigtail to the input half of the Breakaway (ltem 7)

being sure that the larger end of the conical spring is centered

in the ?roove on the white valve. Tighten hose to Breakaway ot
pounds, Be sure the vapor tube fitting slides easily into
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DRIVE-OFF BREAKAWAY RECONNECTION PROCEDURE

Use this procedure to either reconnect or disconnect (reverse order) the Healy 8701VV Breakaway as
part of Section 1.4 Procedure for Reconnecting Breakaway and Testing Fueling Point after Drive-Off
in the Healy Systems Scheduled Maintenance.

Note: Breakaway Reconnections must be logged in the GDF Maintenance Log.
TOOLS NEEDED:

Healy Breakaway Reconnection Clamp, Part No. 795
8mm Hex Head Socket

Torque wrench

Safety glasses

RECONNECTION PROCEDURE

1. Inspect each half of the separated breakaway for obvious damage to the outer-shell, plastic
inserts or o-rings; including cracks, chips or tears that may effect reconnecting the two halves.

2. Check the shear pin bushing hole (see Figure 2) located in the top half of the breakaway
for any part of the pin left behind at separation. A gentle tap on the opposite side of the
breakaway should eject the pin.

3. After completing inspection, lightly lubricate the main o-ring on the top half of the breakaway.
Any weight motor oil is acceptable.

4. Slide the top clamp of the Breakaway Reconnection Clamp onto the two flat surfaces on the
top half of the breakaway (See Figure 1) installed on the dispenser (attached to whip hose).

5. Slide the separated bottom half of the breakaway (with hose and nozzle attached) onto the
bottom clamp of the Breakaway Reconnection Clamp and begin squeezing the grip to slowly
bring the two halves together. Check the main o-ring for position as the top and bottom of the
breakaway come together.

6. Align the dowel pin in the bottom half of the breakaway with the dowel pin guide located in the
top half of the breakaway. When dowel pin and guide are aligned, continue squeezing tool grip
until the breakaway halves join together.

Caution: Reconnection can cause a small amount of gasoline to leak out of the
breakaway. A towel wrapped loosely around the breakaway can help to
minimize fuel spills.
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7.

10.

11.

Remove the shear pin (#787) located in the spare shear pin location of the breakaway and
install in place of the original.

Torque the shear pin to 20 inch-pounds (~ 1.5 ft-lbs). DO NOT OVER-TIGHTEN.
If available, install a shear pin (#787) in the spare shear pin location.
Remove the Breakaway Reconnection Clamp.

Proceed with the tests outlined in Section 1.4 of the Healy Systems Scheduled Maintenance.

Figure 1 Figure 2

Top Clamp

Bottom Clamp




